19990201.ba v02_n410.bam.990201 


>From ???@??? Tue Feb 02 06:17:13 1999 

Message-Id: <199902012221 .QAA29993@sco.theporch. com> 
Date: Mon, 1 Feb 1999 16:20:21 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BOATANCHORS digest 2410 


BOATANCHORS Digest 2410 
Topics covered in this issue include: 


1) Re: Scotch tape on panel 
by midshires@cix.co.uk (Andrew Emmerson) 
2) Re: Removal of Scotch Tape stickie and other stuff 
RE: Scotch Tape on Panel 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
3) Vibroplex (?) 
by agemi <agemi@stc.net> 
4) Vibroplex ? 
by agemi <agemi@stc.net> 
5) Multi-Phase Exciter - Info wanted 
by Ed Sieb <esieb@gmsiworld.com> 
6) Vintage BA memories 
by midshires@cix.co.uk (Andrew Emmerson) 
7) Test Equipment Questions 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
8) WTB: Lid for 75A4 or KWS-1 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
9) ADMINISTRIVIA: Buying and Selling Guidelines 
by listown@jackatak.theporch.com (Mail List Owner) 
10) SB 102 Distorted Audio, problem solved... 
by "greg anders" <kg6yv@mindspring.com> 
11) HELP!! Need 25K 160W Resistor!! 
by Matt Jodziewicz <mattj@orausa.com> 
12) Phono stylus needed 
by James.Reid@merisel.com 
13) Collins KWM-1 for sale 
by Phil Rand <philw7bw@cvc.net> 
14) Vacuum Tube Sources 
by Jim Hill <jshillw6ivw@earthlink.net> 
15) RE: Vacuum Tube Sources 
by Ed Sieb <esieb@gmsiworld.com> 
16) Alignment Ind I-210-E ?? 
by BEN NOCK <G4BXD@compuserve.com> 
17) BC-36 ?? 
by BEN NOCK <G4BXD@compuserve.com> 


18) Re: BC-36 ?? 

by Al Klase <skywaves@bw.webex.net> 
19) Re: Test Equipment Questions 

by Al Parker <anchor@coastalnet.com> 
20) Re: wtd: tube vendors info 

by Al Parker <anchor@coastalnet.com> 
21) Gonset Comm IV Parts Unit 

by Don <71333.144@compuserve.com> 


Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Mon, 1 Feb 1999 11:25 +0000 (GMT Standard Time) 

From: midshires@cix.co.uk (Andrew Emmerson) 

Subject: Re: Scotch tape on panel 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: midshires@cix.co.uk 

Message-Id: <memo.19990201112553 .50353D@midshires.compulink.co.uk> 


Best thing I've found is cigarette lighter fuel and Cotton Buds. Really 
hard deposits will need prolonged soaking and scraping with a wooden 
spatula (NOT a screwdriver blade!). 


Lighter fuel is a thin kind of petrol and virtually harmless to most 
finishes. It does dull some kinds of plastic slightly but never dissolves 
them. 


73, 
Andy. 


Andrew Emmerson/Midshires Mediatech/405 Alive 
tel: 07000-405625, international +44 1604-844130 
fax: 01604-821647, international +44 1604-821647 


Message-ID: <36B5BAA0.7F8D@lobo.net> 

Date: Mon, 01 Feb 1999 07:31:00 -0700 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Removal of Scotch Tape stickie and other stuff 
RE: Scotch Tape on Panel 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 


I may be late with this, but ‘Goo Gone' does it for me! It's very 
non-invasive, won't etch plastic, and removes all sorts of unwanted 
marks, including crayon, magic marker, etc. Also does a number on dried 


label glue, the non-stickie type, as in old military and calibration 
labels. 


And it's a hardware store item, quite inexpensive. I've used it for 
several years, and still have a bit left in an 8 oz bottle. Smells like 
orange rind, is non-toxic, and I usually clean with alcohol after, to 
remove the odor. 


Try it-you'll like it! 
Herb Rosenthal W5AN 


Date: Thu, 28 Jan 1999 13:59:33 -0500 

From: agemi <agemi@stc.net> 

Message-ID: <3583.990128@stc.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Vibroplex (?) 

Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Gentlemen, I recently acquired a unusual key. It looks like a old Vibroplex 
and (some) of their parts kind of fit. The lever that the dot paddle and 
dash knob is down slanted at ~ 25 degrees. When you attach the usual paddle 
and finger knob, it looks odd and is very close to the dash adjusting 
screw. The dash and dot screws are big, they look like a 1/4" fine pitch 
thread and the knurled screw head and locking ring are ~ 5/8" in diameter. 


All the hardware top and bottom are buffed and polished Chrome plate. 
Very high quality. The base looks like it was Nickle plated. It is smaller, 
5/8 shorter and 1/8 less in width Than a J-36 There is no sign of a 
name plate, i.e. no drive screw holes etc. 


I would like to use it on the air, it has a good feel. 


Thank you, Roger KD4AS 


mailto:agemi@stc.net 


Date: Thu, 28 Jan 1999 13:07:33 -0500 
From: agemi <agemi@stc.net> 


Message-ID: <6546.990128@stc.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Vibroplex ? 

Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I recently aquired a odd key. It looks looks a vibroplex and their parts 
(kinda) ‘fit. The lever that the dot paddle and knob are attached to 
is designed with a ~ 25 degree down angle. When you attach a standard 
Vibroplex paddle and knob, it looks odd and is very close to the dash 
adjusting screw. Both the dot and dash knurled screws and the locking 
knurled ring are ~ 5/8" in diameter. The threaded parts look like 

a fine pitch 1/4" thread. 


The base was 


mailto:agemi@stc.net 


Message-ID: <0Q1BE4DD3.8A287CEQ@esieb. gmsiworld.com> 
From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Multi-Phase Exciter - Info wanted 

Date: Mon, 1 Feb 1999 11:10:48 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Hi All, 

Someone has offered me A "Multi-Phase Exciter" (with VFO) made by the "Electric 
Eye Co." 

What is it? Rare? Common? 

I think I recall someone else mentioning this company on the list, but my memory 
is notoriously 


highly permeable. 


I ask because I'm going to view this item and need to know what to offer the 
fellow. 


TIA 


Ed 
VA3ES 


Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Mon, 1 Feb 1999 16:51 +0000 (GMT Standard Time) 

From: midshires@cix.co.uk (Andrew Emmerson) 

Subject: Vintage BA memories 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: midshires@cix.co.uk 

Message-Id: <memo.19990201165131.50353d@midshires.compulink.co.uk> 


This website 
http: //www.mnsinc.com/bry/ham/ccf£1.htm 
would I'm sure interest people who like British and US military gear! 


73, 
Andy. 


Andrew Emmerson/Midshires Mediatech/405 Alive 
tel: 07000-405625, international +44 1604-844130 
fax: 01604-821647, international +44 1604-821647 


Message-ID: <21B46CBD022AD1118F0500805F15A06801106630@STPMSX05.stp.guidant. com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Test Equipment Questions 

Date: Mon, 1 Feb 1999 08:57:22 -0600 

MIME-Version: 1.0 

Content-Type: text/plain 


Hi, 
I want to buy some decent test equipment so I can troubleshoot and align my 


boat anchors radios. 


I am in the process of buying a URM25 signal generator. It is froma 
reliable ham. It is in good condition, fully functional, with most if not 
all accessories, cover, clean panel, repainted cabinet. What is a ballpark 
price range on this? I won't tell what I paid for it yet until I find out 
if I goofed. 


Second, what can you recommend for a decent low cost RF Voltmeter with 
probe? I am just not aware of whats out there. 


Third. What can you recommend for a nice BA scope for general 
troubleshooting? 


Thanks for your opinions. 


73, Scott WAQWFA in Saint Paul Minn 


Message-ID: <21B46CBD022AD1118F0500805F15A06801106637@STPMSX05.stp.guidant. com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTB: Lid for 75A4 or KWS-1 

Date: Mon, 1 Feb 1999 10:56:01 -0600 

MIME-Version: 1.0 

Content-Type: text/plain 


Hi, 


I would like to find a lid for a 75A4 or KWS-1. I have a KWS-1 which 
someone drilled alot of holes for probably a fan or a speaker. The hole 
layout is consistant with a speaker outline. Odd huh? Would prefer one 
with the crackle finish intact. I would also be interested in a set of 
clean hinges also for my 75A4. 


Thanks. 
73, 


Scott WAQWFA in Saint Paul Minn 
CCA 


Message-Id: <199902011715.LAAO4888@jackatak.theporch. com> 
From: listown@jackatak.theporch.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Buying and Selling Guidelines 
Date: Mon, 1 Feb 99 11:15:01 CST 


Gang- 


This periodic posting is intended as a gentle nudge and suggestion 
which should improve the quality of posts to the BoatAnchors list, and 
maintain our excellent (and high) signal to noise ratio... 


The list culture has developed to include "for sale" and "wanted" 
posts. Originally, all buying and selling traffic was focused on 
finding parts to complete a restoration. As the list has evolved, 
there has been an increase in buying and selling activity, which 
may not be all bad. 


There is, however, a real need to observe certain conventions, lest 
this otherwise benign activity turn into a real disturbance to the 


real purpose of the list: discussions of radio equipment using 
vaccuum tubes, including the life and times of the designers and 
users of such gear. 


Please observe these guidelines: 


There is never a reason for an auction post or update on the 
Boatanchors List... comments about gear at auction elsewhere are noise, 
and those who would care already visit the auction sites, 

and those who do not frequent the auctions do not want to hear 

about it... simple policy 


1) LIMIT the frequency of for sale postings... once a month is a 
good starting point 


2) DO NOT post endless "xxx is sold" to the entire list... you offered 
it for sale, and it is not considerate of list resources (which 
include the time and energy of the other list members) to burden 
the list with these senseless notices. Use direct email to those 
who responded, or, if you don't want to answer them personally, 
just don't use the list to advertise them for sale! 


3) AVOID even the mere faint appearance that you are posting items 
for sale as a regular adjunct to your business dealings. This has 
become more of a problem lately with some long lists showing up 
regularly on the main list, or with dealers who appear to be using 
the list for their personal advertising advantage. Failure to 
observe these basics xwillx result in banishment from the list -- 
just don't do it! When even a shadow of doubt creeps in, read the 
"Welcome" message again... it spells it out! 


4) DO be considerate of those on the list in your for sale or wanted 
postings. Keep them short, infrequent, and ONLY include items 
specifically appropriate to the list -- NO solid state gear is 
obvious, but try to avoid pushing the envelope in any area. 


5) LONG lists and estate offerings should be sent to me at: 
listown@jackatak.theporch.com 
so they may be uploaded to the archives for email, web, or ftp retrieval. 


6) We now have a web page up. Go to: 

http://www. theporch.com 
and follow the "ListProc Web Interface" Link to get registered 
and use the web interface, which allows searching of previous 
articles and the archived text files. 


Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet. 


73 

Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - - 

listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose" 
"Il n'y a que les idiots qui ne changent jamais d'idee" 

Mon Feb 1 11:15:01 CST 1999 


Message-ID: <01fa01be4e07$07abf£4c0$5c9a56d1@gregande> 
From: "greg anders" <kg6yv@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SB 102 Distorted Audio, problem solved... 
Date: Mon, 1 Feb 1999 09:19:29 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


First let me express my thanks to everyone who responded to my inquiry, the 
SB102 audio problem is 

now solved, and I have some interesting findings I wish to share with tthe 
group. 


The problems in my unit may explain the predominance of "tinny audio" I have 
encountered in several 

SB10X and HW10X transceivers I've owned. My resurected SB102 now sounds 
great, more like what 

I'm used to hearing in other transceivers. 


The audio in my SB102 was distorted basically because most of the resistors 
surrounding the 6GW8 

twin-audio tube were way-off their nominal values. The 100 ohm resistor 
dropping the high voltage to 

the plate of the power amp was cracked and read 46 ohms vs. the 100 ohm 
niminal value. The other 

resistors biasing the screen grid and control grid had gone high so screen 
voltage was 1/2 of normal. 

The resistors biasing the first section of the tube (voltage amp) were 
likewise generally double their 

normal values. The result was an audio section operating more like class-C 
than class-A. In addition, 

I found the existing output transformer to have a secondary resistance of 5 
ohms while a replacement 

measured 16 ohms total resistance across the secondary. i don't know why, 
but perhaps running the 

output tube out-of-bounds for an extended period had a deliterious effec on 
the transformer so I replaced 

it. 


Results: The audio isn't tinny or harsh like most Heath SB/HW transceivers 
I've heard/owned. Its smooth 

and full-bodied like other transceivers and a pleasure to listen to even 
through the heath SP-600 speaker. 


I strongly suggest that anyone with a 25-30 year old SB/HW transceiver check 
the audio output stage 

and replace as many carbon comp. resistors with nice new metal-film 
resistors. The results are worth 

the effort and may save you the chore of finding a new output transformer 
too.... 


Thanks for all the help, 


Greg 
Greg Anders 


greg _anders@mindspring.com 
kg6yv@mindspring.com 


Message-ID: <30AB00986E91D211A08B00104B8942F0045759@0RAMAIL> 
From: Matt Jodziewicz <mattj@orausa.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HELP!! Need 25K 160W Resistor! ! 
Date: Mon, 1 Feb 1999 09:33:12 -0800 
MIME-Version: 1.0 
Content-Type: multipart/alternative; 
boundary="----_= NextPart_001_01BE4E08.F20B13A0" 


This message is in MIME format. Since your mail reader does not understand 
this format, some or all of this message may not be legible. 


Sec _=_NextPart_001_01BE4E08.F20B13A0 

Content-Type: text/plain; 
charset="iso-8859-1" 

Content-Transfer-Encoding: quoted-printable 


A bleeder resistor 25000 ohms and 160 watts died in my KWS1=20 
this weekend as I was tuning it.=AQ Anybody have or know where 

a replacement can be found?=A0 This is my main rig and I need to 
fix it before I can get back on the air. 

=A0 

It is a good practice to check out even apparently crazy meter = 
readings. 


My rig was working perfectly, went from 80 to 40 and the 

meter seemed to go on the blink, as everything seemed to be ok, i.e., 
no fireworks and I could still tune the unit.=AQ However when the watt = 
meter 

began to show 1 KW OUTPUT it began to really worry me. 

Well even though 1 KW output was nice, plate current at 3600 volts=20 
instead of about 2100 volts is a bit excessive!! 

=A0 

What amazes me is that the remainder of the 44 year old components held 
and still operated even with the dead bleeder resistor!!=A0 I don't = 
know for 

how 

long they would have held, but thankfully it was long enough. 

=A0 

At least my KWS1 made 1000 watts output for a while. 


Soscus _= NextPart_001_01BE4E08.F20B13A0 
Content-Type: text/html; 
charset="is0-8859-1" 


<!DOCTYPE HTML PUBLIC "-//W3C//DTD W3 HTML//EN"> 

<HTML> 

<HEAD> 

<META HTTP-EQUIV="Content-Type" CONTENT="text/html; charset=iso-8859-1"> 


<META content='"MSHTML 4.72.2106.6"' name=GENERATOR> 

</HEAD> 

<BODY bgColor=#£f£f£fff> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>A bleeder resistor 25000 ohms and 160 watts died in my KWS1 
</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=#000000 
face=Arial size=2>this weekend as I was tuning it.&nbsp; Anybody have or know 
where</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>a replacement can be found?&nbsp; This is my main rig and I 
need to</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>fix it before I can get back on the aixr.</FONT></SPAN></DIV> 
<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN>&nbsp; </DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 


size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>It is a good practice to check out even apparently crazy meter 
readings.</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>My rig was working perfectly, went from 80 to 40 and 
the</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>meter seemed to go on the blink, as everything seemed to be 
ok, i.e.,</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=#000000 
face=Arial size=2>no fireworks and I could still tune the unit.&nbsp; However 
when the watt meter</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817 -01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>began to show 1 KW OUTPUT it began to really worry 
me.</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial size=2>Well 
even though 1 KW output was nice, plate current at 3600 volts 
</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial size=2>instead 
of about 2100 volts is a bit excessive! !</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817 -01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN>&nbsp; </DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial size=2>What 
amazes me is that the remainder of the 44 year old components 
held</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817 -01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>and still operated even with the dead bleeder resistor! !&nbsp; 
I don't know for how</FONT></SPAN></DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN><SPAN class=29471817-01021999><FONT color=i#000000 
face=Arial size=2>long they would have held, but thankfully it was long 
enough. </FONT></SPAN></DIV> 

<DIV><SPAN class=29471817 -01021999><FONT color=#000000 face=Arial 
size=2></FONT></SPAN>&nbsp; </DIV> 

<DIV><SPAN class=29471817-01021999><FONT color=#000000 face=Arial size=2>At 
least my KWS1 made 1000 watts output for a 
while.</FONT></SPAN></DIV></BODY></HTML> 


Scie _=_NextPart_001_01BE4E08 .F20B13A0- - 


From: James.Reid@merisel.com 
Mime-Version: 1.0 


Date: Mon, 1 Feb 1999 11:49:43 -0800 
Message-ID: <Q0082C63.C22034@merisel .com> 
Subject: Phono stylus needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 
Content-Description: cc:Mail note part 


Greetings all, 

This may be slight outside the charter, but it IS part of a Zenith 
chairside tube radio. I've got a '46 Zenith(with dual FM bands) and a 
Cobra-Matic changer that magically pops out of a hidden door. The 
Cobra-Matic tone arm actually has gold ‘eyes’ painted on it. 
Unfortunately, the 'Radionic' stylus was bent. Bending it 
back(carefully) resulted in the tip snapping off. I'm now in the need 
for a replacement. Any leads?? Probably best to reply to me directly 
to keep list traffic down. Thanks. 


-Jim 
James.Reid@merisel.com 


Message-ID: <36B606CA.1491374@cvc.net> 

Date: Mon, 01 Feb 1999 11:55:54 -0800 

From: Phil Rand <philw7bw@cvc.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Collins KWM-1 for sale 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Have the tranceiver and matching 516F1 power supply for sale. Both in 
excellent condition. If interested contact me via E-mail and we can 
discuss details and price. Thanks in advance. 


TV Sis8e bacon Phil in Oregon, W7BW 


Message-Id: <3.0.5.32.19990201120105 .01941ecO@earthlink.net> 
Date: Mon, 01 Feb 1999 12:01:05 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jim Hill <jshillw6éivw@earthlink.net> 

Subject: Vacuum Tube Sources 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Can anyone recommend sources for vacuum tubes, particularly on-line and/or 
those you or a friend have used successfully? I'm looking for boatanchor 


and antique radio type tubes. 


I'm familiar with AES http://www.tubesandmore.com/, and Jim Cross 

http: //www.cinternet.net/~vactubes frequently posts on rec.antiques.radio + 
phone without any nastygrams, so assume these are two reliable sources. I 
saw another on-line source where prices were a function of tube tester 
readings, but can't find it again. 


This post occurred because I need two 32, probably some 30, and have a low 
key need for a 40. No real problem on the first two, but finding a 
reasonably priced 40 is difficult. Prices seem high for a tube with such a 
limited use. Maybe it's because they look like an OQ1A. 

73's Jim 


Message-ID: <0Q1BE4DF4.EDCAC340@esieb. gmsiworld.com> 
From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Vacuum Tube Sources 

Date: Mon, 1 Feb 1999 15:09:53 -0500 

MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


An excellent source of tubes, is Carl Morin, VA3CGM 
613-523-8792 

cd-morin@monisys.ca 

Tell him Ed, VA3ES sent ya. 


Date: Mon, 1 Feb 1999 15:09:48 -0500 

From: BEN NOCK <G4BXD@compuserve.com> 

Subject: Alignment Ind I-210-E ?? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199902011510_MC2-68CD-DB3E@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


I'm thinking that the above is for the BC-1000 ? = 


am I correct ? and if so, whats it for. = 


cheers, Ben G4BXD. 


Date: Mon, 1 Feb 1999 15:10:27 -0500 

From: BEN NOCK <G4BXD@compusetrve.com> 

Subject: BC-36 ?? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199902011510_MC2-68CD-DB4D@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; charset=IS0-8859-1 
Content-Disposition: inline 


Is there a BC-36 ? if yes, what is it ? 


cheers, Ben.G4BxD 


Message-ID: <36B60F40.D485AB2C@bw.webex.net> 
Date: Mon, 01 Feb 1999 15:32:00 -0500 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: BC-36 ?? 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ben & the Group, 


>From the U.S. Army Signal Corps home page: 
http://www. gordon.army.mil/museum/ 


BC-36 Receiver (Type D Receiving Box), xtal det, 
P/O SCR-49 
SCR-49 Pack Set (BC-24), crystal receiver, 0.125-1.0 


megahertz 1/4-kilowatt quenched gap transmitter, 
Q.73-1.0 Megahertz GN-8 hand generator 


13% 
Al 


BEN NOCK wrote: 
> 
> Is there a BC-36 ? if yes, what is it ? 
> 

> cheers, Ben.G4BXD 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-Id: <3.0.5.32.19990201164249 .00853860@mail1.coastalnet.com> 
Date: Mon, 01 Feb 1999 16:42:49 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: Re: Test Equipment Questions 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 08:57 AM 2/1/99 -Q600, Freeberg, Scott (STP) wrote: 
>I am in the process of buying a URM25 signal generator. What is a ballpark 
>price range on this? I won't tell what I paid for it yet until I find out 
>if I goofed. 

Seems like I've seen 2 of these listed for sale in the past week, one for 
$75, & 1 @ $1257? one may have had the cover & accessories, one may have 
had a minor problem, can't find the posts in the trash, sorry. 

I bought one at a 'fest recently for $50, no cover, no acces., but works 
fine. 

That's a big ballpark, What did you pay? 


> 
>Second, what can you recommend for a decent low cost RF Voltmeter with 
>probe? I am just not aware of whats out there. 


> 
>Third. What can you recommend for a nice BA scope for general 
>troubleshooting? 


I use a Tek 453, maybe not a BA, but old, & real handy. With good hi 
freq. probe, works great as an RF voltmeter. With poor probe, still a good 
relative RF indication. 
> 
73, 


Al, W8UT 

New Bern, NC 

Boat Anchors appreciated here 
anchor@coastalnet.com 


Message-Id: <3.0.5.32.19990201170015 .0084a5c0@mail1.coastalnet.com> 
Date: Mon, 01 Feb 1999 17:00:15 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Al Parker <anchor@coastalnet.com> 

Subject: Re: wtd: tube vendors info 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


The following is a list I've made up, I'm sure there are many more. I have 
no connection to any, have used 1 or 2. Use at your own risk -hi-. I 
didn't re-post to BASwaplist, but direct to that requester. 

73, 

Al, W8UT 


Dexter Francis at CWest 
cwest@xmission.com 


Carolina Tube Works 
THE NUMBER TO CALL (910) 476-8307 


Don Gies - Radio Electric Supply 
E-Mail: tubes@mindspring.com 
Web: http://www. vacuumtubes.net 
Tel: (352) 475-1950 


73 de Bill, NAZDL 


Here is another source for tubes. Not much difference in prices in some 
cases, but it is an alternate sourde. 


http: //www.cinternet.net/~vactubes/ 


TUBES AVAILABLE I currently have over 200,000 new tubes in stock including 
Transmitting, Receiving, Audio, TV, Antique, Ceramic. I do not have a Web 
Site nor a price list. Suggest that you Email/FAX a list of the tubes that 
you are looking for as well as a quanity of each needed. I will check my 
inventory and advise you of current availibility and cost. Also have a good 
supply of tube tester, tube caddies, and used tube equipment. Thank you for 
your interest. Richard Hale THETUBE MAN 

Richard Hale <RH3333@aol.com> 

Tallahassee, FL USA - Wednesday, September 30, 1998 at 03:52:21 (EDT) 


D & C Electronics. Co. 
Immediate Press Release 
THEY'RE BACK 

MADE IN USA 4-400 AND 3-500Z 


American-made 3-500Z and 4-400A/C tubes are back at last! 
These tubes are being produced by Triton Services, Inc. of Easton, PA. 
formally ITT (International Telephone and Telegraph) 
Triton acquired EIMAC's Glass Tube Division in 1996 along with all the 
original equipment and technology. 


Snipped from their website at: 
http://www. freeyellow.com/members2/dcelectronics/press.html 


good prices and availablilty 


Carl Hyde 

carl.s.hyde@lmco.com 
Desk: (609) 866-6386 
Fax: (609) 866-6414 


An excellent source of tubes, is Carl Morin, VA3CGM 
613-523-8792 

cd-morin@monisys.ca 

Tell him Ed, VA3ES sent ya. 


Date: Mon, 1 Feb 1999 17:13:45 -0500 

From: Don <71333.144@compuserve.com> 

Subject: Gonset Comm IV Parts Unit 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199902011718_MC2-68C3-2AC@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: 7bit 

Content-Type: text/plain; charset=us-ascii 
Content-Disposition: inline 


Someone on this list had asked sometime last year about a Gonset 
Communicator IV parts unit that I have. Then--you know this story--I 
couldn't find it. Well, now I found it.And--you know this part too--now I 
can't find the adress of the person who wanted it. 


I'm going Nucking Futs here! 
If I had talked to you about this thing last year sometime, please contact 
me. I have it. 


Thanks. 
73, Don 


End o£ BOATANCHORS Digest 2410 
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